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Galvanised Steel Core Wire
for Aluminium Conductors (ACSR Wire)

End Use : Aluminium Conductors Steel Reinforced (for overhead power transmission)

Specifications : BS-4565, ASTM-B-498/88, IS-398/Part-2/96, IS-398/Part-5/92, Powergrid specification
and as per customers' specification.

1.18-1.32 142.8 148 - +0.038/ - 4 18
1.33-1.55 142.8 148 142 -0.025 0.03 4 18
1.56-1.80 142.8 148 142 0.03 4 18
1.81-2.24 142.8 148 134 0.04 4 18
2.25-2.72 134.7 144 134 +0.051/ 0.05 4 18
2.73-3.15 134.7 144 134 -0.051 0.06 4 18
3.16-3.55 134.7 144 134 +0.076/-0.051 | 0.07 4 18
3.56-4.25 134.7 141 134 +0.102/ 0.08 4 18
4.26-5.00 134.7 141 - -0.076 - 4 18

1.18-1.32 170 183 - 2.0 75-85 16/18"
1.33-1.55 180 183 190 2.0 75-85 16/18"
1.56-1.80 200 198 190 2.0 90-100 21/23"
1.81-2.24 215 214 210 2.0 125-135 21/23"
2.25-2.72 230 229 230 2.5 125-135 21/23"
2.73-3.15 240 244 240 3.0 130-140 21/23"
3.16-3.55 250 259 250 3.0 140-150 or 280-300 23/27"
3.56-4.25 260 274 275 3.0 140-150 or 280-300 27"

4.26-5.00 275 305 - 3.5 280-300 27"

Note :

1) Size tolerance as per British standard is + 2% of wire nominal diameter. However,
more restricted size tolerances as per specific customer's requirements can
also be maintained.
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The above mentioned values of UTS, Elongation, Torsion and Zinc Coating are
before stranding. After stranding, these values are to be modified as below :

a) UTS to be reduced by 5%.

b) Elongation to be reduced to 3.5% minimum instead of 4%.
c) Torsion to be reduced to 16 instead of 18.

d) Zinc coating weight to be reduced by 5%.
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We can also produce as per other international standards and/or as per specific
customer's requirements.

4)  We can also produce 2.54 mm and 3.53 mm wire for Bersimis and Moose
Conductors respectively as per Powergrid specification.

Packing : Galvanising

In coil form wrapped with
polythene/hessian or polycoated

hessian or as per Customer's
Specification.







